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(54) AGREENHOUSE'S HEATING SYSTEM 


(57) | Thepresentinvention provides a radiant heating 
system comprising low temperature radiant heating as- 
semblies suitable to maintain the greenhouse plants (and 
not the greenhouse air) at a desired optimum tempera- 
ture. Heat is provided to the screen (2, 3) itself and sub- 
sequently the screen (2, 3) provides the necessary heat 
to the plants by long wave radiation. The temperature of 
the heated screen (2, 3) is kept a few degrees Celsius 
higher than the optimum temperature required by the 


plants. Preliminary experimental trials have shown that 
temperatures of the heated screen (2, 3) such as slightly 
above the optimum plant temperature up to about 10 °C 
above the optimum plant temperature, are adequate to 
maintain the plants at their optimum temperature at very 
low air temperatures outside the greenhouse, while 
achieving high energy saving relative to conventional 
greenhouse air heating systems. 
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Description 
BACKGROUND 
Field of the invention 


[0001] This invention relates to greenhouse heating systems and more particularly, to radiant heating systems for 
enclosures for plants cultivation such as greenhouses. 


State of the art 


[0002] Greenhouse cultivation is evolving rapidly in recent years because depending on the equipment used and their 
technological level, crop production can be 10-20 times higher per unit area than the outdoor one [1]. A controlled 
environment provides conditions for optimal plant growth and production throughout the year, resulting in higher pro- 
ductivity and products of higher quality [2]. However, to achieve a controlled environment, even at mild winter conditions, 
greenhouses must be equipped with a heating system. The thermal losses of the greenhouse due to its thin walls and 
light construction are estimated to be 6-12 times greater than those of an ordinary building of equal volume and heating 
constitutes one of the major costs for modern high technology greenhouses even for the Mediterranean countries [3]. 
To reduce energy consumption, some straightforward measures can be applied, such as double-glazing insulation, use 
of different types of covering materials on the roof and side walls (such as glass panes with modified optical properties, 
polyethylene plastic sheets with reduced transparency to long wave radiation, double inflated polyethylene plastic sheets), 
use of insulating materials on the North facing side walls, implementation of passive (i.e., unheated) usually called 
"thermal screens" [4-6]. Although these methods do result in energy saving, they do not question the traditional concept 
of heating the entire greenhouse environment (air, structure, and cover) and then letting the plants gain energy from it 
which results in high energy consumption. The implementation of passive, unheated thermal screens can indeed result 
in considerable energy saving in systematically heated greenhouses [7]. During winter cold months, the thermal screen 
is automatically deployed at about sunset time under the roof and next to the side walls to fully enclose the plants inside 
the enclosure. At about sunrise, the screen is automatically retracted to let the solar radiation enter the greenhouse 
during daytime. Passive thermal screens reduce the heating energy consumption due to three major mechanisms [8]: 
a) by decreasing the overall (global) heat loss coefficient of the greenhouse by adding thermal resistance, b) by reducing 
the long wave radiation loss of the plants to the cold cover (the screen is always hotter than the cover since it is inside 
the heated greenhouses) and maintain the plants at a higher temperature than it would be without a screen, c) by reducing 
the volume of the air to be heated i.e. the air volume under the screen. Such passive thermal screens are usually made 
of polymer materials and are given special properties to enhance their effectiveness in energy saving, such as aluminised 
surface facing the plants with low emissivity and high reflectivity to long wave radiation to reflect back long wave radiation 
emitted by the plants while they are partially permeable to air and vapour avoiding high air humidity near the plants and 
condensation on the screen and the plants that increases the threat of diseases [9]. 

[0003] Today, most conventional greenhouse heating systems are based either on circulation of hot water through a 
piping system (expensive) or on direct use of air heaters (less expensive), i.e., forced air heating. The design and 
operational objective of conventional heating systems is to maintain the air temperature inside the greenhouse at values 
optimal for plant growth, neglecting the fact that the target object are the plants themselves and not the air. Heat is 
supplied to the greenhouse air to maintain the air at temperature a little higher than the value opted for the plants so 
that to keep them within a physiologically defined temperature range for optimal growth termed as physiologically optimum 
temperature range. The optimum plant growth temperature (i.e., plants grown in greenhouses such as tomatoes, cu- 
cumbers, aubergines, watermelons, etc.), is about 20 °C (for the tomato plant which is the plant most often grown in 
greenhouses internationally [10]) while for energy saving purposes, at very cold nights, the growers usually heat the 
greenhouse air to a much lower temperature (at least 11 °C). Temperature is an important environmental factor that 
influences the growth of greenhouse crops. There are three important temperature points in plant growth: minimum 
temperature, optimum temperature, and maximum temperature. Crops do not respond in the same manner to temper- 
atures at all stages of growth. For example, the optimum temperature for vegetative growth may not be suitable for 
flower development. Most crops generally grow better if the day temperature is warmer than the night. The optimum 
temperature can be around 21 °C for cool-season crops, or as high as 32 °C for warm-season crops. Temperature 
considerably influences plant growth and development during the various stages of growth, i.e., seed germination, 
vegetative phase, reproductive phase, and ripening phase. The optimum temperature of a plant species changes as the 
plant grows from a seedling to a mature plant. For example, warmer temperatures are generally favoured by younger 
plants. 

[0004] In horticultural practice (see [10] to [13]) it is well known today which are the optimum temperatures for most 
of the greenhouse grown crops. For example, the optimal temperature range for a mature tomato crop is recommended 
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to be between 20 °C and 22 °C, for a cucumber crop at the stage of flowering the optimum thermal range is between 
25 °C and 28 °C, for sweet peppers between 23 °C and 28 °C. 

[0005] Itis also important to note that plants do not have any internal temperature regulation mechanism such as 
mammals and their temperature depend on their instantaneous energy and mass balance and since (most) plants do 
not store heat, the heating system must provide the necessary heat in order to compensate for their long wave radiation 
and convection losses considering that the mass transfer (plant’s transpiration) is very small during the night [14]. 
[0006] The above-mentioned heating systems dominate the greenhouse commercial practice even though as early 
as in the 70’s, more efficient options had been proposed, e.g. [15]. It has been proven that long wave radiant heating 
with radiant tubes (commercially known as "infrared radiant heaters"), can be more efficient than the widely spread 
forced air or hot pipes heating systems [16,17]. Long wave radiant heating is based on the radiative heat transfer 
mechanism rather than the convective one as the case of the forced air system. Experimental and simulation results 
show that (high temperature) radiant heating can supply heat in a more efficient way to cover the plants’ heat losses, 
while the greenhouse air temperature during the night remains several degrees lower than the actual plant temperature 
[16,17]. Such results have shown a significant potential for energy saving over other conventional heating systems. 
Though, such greenhouse radiant heating has also disadvantages. The cost of the initial system is high and supplying 
heat to tall greenhouse crops is relatively difficult because radiation cannot reach the lower plant leaves since the very 
hot radiant tubes (temperature range 500 °C to 2000 °C) should be kept at a safe distance from the plants, while there 
are also fire risks. Such systems do not distribute the heat uniformly to the plants since the radiant heat is produced by 
linear sources in which the temperature is not uniform along their length. Such systems typically provide for reflective 
insulating panels which, are unsatisfactory since the plants need uniform heat. 

[0007] Radiant heating systems have been used to heat greenhouses. Radiant systems provide an indirect source of 
heat and are generally capable of having heating elements which can be more precisely positioned inside a greenhouse. 
Radiant heating systems typically employ metallic energy-emitting tubular conduits mounted overhead of an area to be 
heated. Such systems further include a burner which fires a heated effluent into the conduit, an opaque reflector mounted 
over the conduit, and an exhaust system to expel the effluent and products of combustion outside the greenhouse. One 
such radiant heater system is disclosed in Johnson U.S. Pat. No. 3,399,833 [22]. 

[0008] A characteristic of these radiant heating systems is the wide variance in the amount of thermal energy emitted 
from the hot conduit over its working length. While the temperature inside the metallic conduit immediately adjacent the 
burner may reach levels more than 1150 K the temperature inside the conduit at the exhaust end, depending on length, 
may be as low as 350 K. This results in an uneven emission of thermal energy over the length of the conduit. Unless 
the spacing of the tube from the area being heated is varied, there are correspondingly uneven temperatures in the area 
being heated by the system. This is especially true with low overhead mounted systems in high heat loss structures, 
such as greenhouses. 

[0009] One attempt to more evenly distribute the thermal energy radiated by the metallic conduit is disclosed in Prince 
U.S. Pat. No. 4,319,125 [23]. Prince employs a dispersing reflector adjacent to the relatively hot initial portion of the 
metallic conduit and a parabolic or concentrating reflector adjacent to the colder end portion of the conduit to compensate 
for the varying intensity of thermal energy radiated over the length of the conduit. While the shaped reflector may provide 
some measure of improvement in the distribution of the thermal energy throughout the area serviced by the heater 
system, the opaque conduit and reflector obstruct sun radiation entering the greenhouse and produce a shadow which 
adversely affects the growth of plants thereunder. 

[0010] In another attempt, KR 2010 0110659 A (KIM HONG GEUN) [24], the greenhouse is to be heated by large 
diameter metal ducts (e.g., made from aluminium) located inside the greenhouse, bearing holes that supply hot air. This 
system however does not provide radiant heat to the greenhouse plants but rather it heats the air of the greenhouse 
through a heat exchanger and then that hot air is distributed inside the greenhouse through the holes along the metallic 
ducts. 

[0011] Another heating system is disclosed in CN 212 851 983 U (HANGZHOU TIANBANG AGRICULTURAL FACIL- 
ITIES CO LTD) [25], where flat heating elements are presented for supplying heat to the greenhouse. Hot water is 
circulated inside the heating elements which in turn is supplied to the greenhouse. However not many details are provided 
such as to where the heating elements are placed inside the greenhouse, what are their dimensions, what is the hot 
water temperatures or the temperature of the surface of the heating element. 

[0012] In CN 206 042 941 U (ZHENGZHOU VEGETABLE RES INST) [26], a heating system is disclosed regarding 
a nursery for seeds’ germination or keep young seedlings in the nursery at an appropriate temperature environment. 
The seeds’ bed or the pots located at the nursery bed are heated through a heating wire mesh positioned between two 
film layers. Electrical energy is provided to the wire which is heated and subsequently the heat is provided to the substrate 
of the nursery to keep it at a desired temperature. The nursery bed is covered on its top by a cover layer made of a 
plastic material which can be rolled to cover the seedbed or unrolled so that to uncover the seedbed. This cover layer 
is not heated by any means and therefore the heat produced by the wire mesh is provided to the seeds’ bed or the 
seedlings’ pots by conduction that is, no radiant heating is involved in this heating system. 
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[0013] In WO 92/22196 A1 (COMBUSTION RES CORP) [27] a radiant heating system for greenhouse is disclosed 
that uses plastic tubes of large diameter, permanently fixed under the greenhouse roof, where hot air of 200 °F (~93.3 
°C) is circulated through a heat exchanger. 

[0014] The main drawbacks of the prior art heating systems to heat greenhouses using either conventional or radiant 
heating systems are the high energy consumption required to heat all the volume of the greenhouse (including the inside 
air, the greenhouse frame, and the covering material), the high temperature (greater than 90 °C and up to about 2000 
°C) and uneven temperature distribution, and the significant heat loses due to the high temperature differences between 
inside and outside of the greenhouse. 


Brief description of the invention 


[0015] Thepresentinvention provides a radiant heating system comprising low temperature radiant heating assemblies 
(heated screen units or screen units) of simple and inexpensive construction which deliver controlled and uniform low 
temperature heating so that to maintain the greenhouse plants (and not necessarily the greenhouse air) at a physiolog- 
ically required temperature range for optimum growth of a specific plant species which is well known to the skilled to the 
art [10 to 14]. The disclosed system provides the necessary heat primarily to the screen unit itself (and not to the 
greenhouse air) and subsequently the screen unit will provide the necessary heat to the plants by long wave radiation, 
while part of the heat supplied to the screen unit will be (inevitably) supplied to the greenhouse air by convection. The 
temperature of the heated screen units is kept a few degrees Celsius higher than the optimum temperature required by 
the plants for their optimum growth. Preliminary experimental trials have shown that temperatures of the heated screen 
units slightly above the optimum plant temperature up to about 10 °C above the optimum plant temperature, are adequate 
to maintain the plants at their optimum temperature for maximising crop yield, at very low air temperatures outside the 
greenhouse. 

[0016] Itis emphasised that the intended system is to provide heat by long wave radiation to the plants themselves 
and not to heat the greenhouse air. Certainly, a portion of the total heat released from the present radiant heating system 
will be provided to the greenhouse air by convection while the major portion will be provided to the plants by long wave 
radiation. This fact and the low temperature of the heated screen ensure the higher energy efficiency of the present 
invention over the prior art. 

[0017] In some embodiments, the heated screen units are installed inside the greenhouse, horizontally under the roof 
and vertically near the inside side of the vertical walls so that to fully enclose the plants when the heating system is in 
operation and the system will operate approximately from sunset to sunrise during the cold periods of the year. This 
concept of heating is based on the proven fact that the temperature of the plants in the greenhouse under radiant heating 
is kept several degrees higher than the greenhouse air because the plants’ convection losses to the colder greenhouse 
air are compensated by the received radiant heat [16,17]. 

[0018] In some embodiments the heated screen units are manufactured from impermeable to air polymer (plastic) 
materials (such as polyethylene) and as the screen units are heated by heated air, they include air flow channels for its 
heating. Low temperature heated air (in a range of slightly above the optimum plant temperature (i.e., 0.5 °C up to about 
10 °C above the required optimum growth plant temperature) is supplied to the air flow channels of the screen units 
through suitably connected plastic (rigid or non-rigid) air ducts that run along the greenhouse length and width and 
distribute uniformly the heated air to the several screen units’ surface area. 

[0019] In some embodiments the heated air is supplied to the screen units flow channels by one or more blowers 
which recirculate the air of the flow channels through a heat exchanger where the air is heated to the desired temperature 
by a burner/furnace where the heat is produced by means of any kind of solid, liquid, gaseous fossil fuel combustion or 
renewable fuel combustion (such as biofuels) or by an electrical heat pump or the air is heated by an electrically heated 
element such as an electrical resistance. 

[0020] An industrial electronic controller will manage the operation of the burner/furnace, heat exchanger, and blower 
with the associated motorized air dampers, to produce air of appropriate temperature to be re-circulated in the flow 
channels of the screen units. By controlling the air temperature in the air flow channels, the temperature of the screen 
is regulated and in turn adjust the radiant heat required by the plants to attain their optimum temperature. The temperature 
of the screen and the plants is identified, recorded, and controlled in real time using appropriate temperature sensors 
located at suitable places on the screen and the leaves of the plants or contactless sensors that read the temperatures 
of the screen surface and of the leaves of the plants, e.g., by Infra-Red (IR) radiation thermometers. In the case of a 
heated screen unit with air flow channels the parts of the screen between the air flow channels (i.e. outside the area of 
the flow channels), will be perforated so that to allow the greenhouse air and moisture to move through, from the one 
side of the screen to the other, that is from the space that encloses the plants (which will have a higher humidity due to 
the plants’ transpiration) to the space between the screen unit and the greenhouse cover (which will have a lower humidity). 
[0021] In other embodiments an alternative type of heated screen is used which is made of a textile (fabric) material 
that is heated by electricity, via incorporated resistive wires or other electricity conductive material configured to produce 
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heat upon the application of electricity. Electricity may be provided to the resistive wires (or conductive material) of the 
screen units by any source, such as the electricity grid, a renewable energy system (e.g., wind generator, photovoltaic 
system), or an electricity storage system such as an electro-chemical one (batteries). 

[0022] In the case of a heating system including heated screen units made of a textile (fabric) material an industrial 
electronic controller regulates in real time the voltage and current supplied from the electricity source to the resistive 
wires of the screen units via the wiring network so that to regulate the temperature of the resistive wires (or other type 
of electrical conductors) and subsequently regulate the temperature of the screen using temperature sensors located 
at suitable locations on the screen and the plants (or other type of contactless temperature sensors). 

[0023] Inthe case where the heated screen units are made of textile with embedded resistive wires (or other electricity 
conductive material configured to produce heat upon the application of electricity), the textile weaving is sparse enough 
so that to allow the greenhouse air and moisture to move through, (for the same purpose and similarly to the heated 
screen with the embedded air flow channels). 

[0024] It was found to be essential for high energy savings, the screen unit surface facing to the cover at the roof and 
side walls of the greenhouse, is aluminized so that to provide a low emissivity and high reflectivity to long wave radiation 
and reduce radiation emission from that screen surface, while the side of the screen facing the plants will have high 
emissivity (as most of polymer plastic materials physically have) to intensify radiant heat emission towards the plants. 
Such differentiation in the emissivity values on the one and the other side of the heated screen will ensure that the heat 
released by radiation from the screen will be directed primarily to the plants while small amounts of radiative heat will 
be lost towards the cover. This is important to allow to heat the plants with radiant heat with the heated screen having 
only a few degrees above their optimum temperature. The prior art teaches away because the aluminized surface of 
the passive, unheated thermal screens facing the plants is of low emissivity (and high reflectivity) to long wave radiation 
in order to reflect the radiant heat of the plants backwards. 


Brief description of the drawings 
[0025] 


Figure 1 is a perspective view of a typical greenhouse equipped with the heated screen. In the right-hand side of 
the greenhouse the screen is deployed, in both horizontal and vertical directions inside the greenhouse, while in 
the left-hand side, for illustration purposes, the screen is retracted into small packages beside the greenhouse 
trusses and vertical posts. 

Figure 2 is a perspective view of a typical greenhouse where the heated screen units are deployed in both the 
horizontal and vertical directions under the roof and beside the side walls respectively. 

Figure 3 shows a detail of the ducts of one embodiment for the distribution of the air to the air flow channels of the 
horizontal and the vertical part of the screen and also shows the perforated parts of the screen. 

Figure 4 shows a side view of the greenhouse with the screen retracted in the left-hand side of the greenhouse (and 
deployed in the right-hand side) and also shows the ducts for the distribution and recirculation of the air to and from 
the air flow channels of the screen. 

Figure 5 shows the pipes for the distribution and recirculation of the air from the burners in front of the greenhouse 
to the screen units. 

Figure 6 shows the mechanism for deploying and retracting the horizontal part of the heated screen units consisting 
of motor(s) that rotates rod bearing pinion gear(s) to move rack gear(s) connected to long rod(s) to deploy and 
retract the screen units. 


[0026] While the present invention is amenable to various modifications and alternative forms, specifics thereof have 
been shown by way of example in the drawings and will be described in detail. It should be understood, however, that 
the intention is not to limit the present invention to the particular embodiments described. On the contrary, the intention 
is to cover all modifications, equivalents, and alternatives falling within the spirit and scope of the present invention as 
defined by the appended claims. 


Detailed description of the invention 

The radiant heating system 

[0027] The present invention as depicted in Figure 1, provides for the heating of the plants of a greenhouse enclosure 
(10) in an easily assembled, substantially uniform, radiant heating system including a heat generating assembly (1), a 


heated air transport, distribution, and recirculation ducts’ network (4, 5), heated screen units which is the radiant heating 
assemblies, generally composed of horizontal (2) and vertical (3) parts. It is essential that the screen units, both the 


10 


15 


20 


25 


30 


35 


40 


45 


50 


EP 4 186 352 A1 


horizontal and the vertical ones, when deployed they fully enclose the plantation of a greenhouse. Generally, the heat 
generating air distribution and recirculation assembly (1) produces a low temperature heated air effluent through an 
incorporated heat exchanger and the heated air is then distributed and recirculated via and incorporated blower, and 
the recirculation ducts’ network (4, 5) to the several heated screen units/modules, horizontal (2) and vertical (3) ones 
(Figure 1). 

[0028] In another embodiment the heating system includes heated screen units made of a textile (fabric) material, 
which are heated by electricity produced by an electricity source, via resistive wires or other electricity conductive material 
incorporated in the textile material. It is advantageous, the textile weaving to be sparse enough so that to allow the 
greenhouse air and moisture to move through, (for the same purpose that the heated screen with the embedded air flow 
channels is also perforated in the areas outside the air flow channels). Again, it is essential that the screen units, both 
the horizontal and the vertical ones, when deployed they fully enclose the plantation of a greenhouse. 


Theoretical background for the invented radiant heating system 
[0029] In order to verify the experimental data regarding the required heated screen units’ temperature so that to keep 
the plants inside the greenhouse at a desired temperature when the air temperature outside the greenhouse is low, and 
given the fact that no experimental (or simulation) data exist in the literature for the disclosed radiant heating system, a 
simplified model (see Equations 1 to 7) was developed and executed to obtain answers to critical questions about the 
radiant heating system configuration and operation. With the use of the model, it was possible to answer critical questions 
regarding the proposed radiant heating system to verify our experimental data, by answering as well as selecting ap- 
propriate parameters used in greenhouses: 
1. What the temperature of the screen should be so that the crop (e.g., a tomato plantation) to be maintained at a 
desired temperature of 13 °C during a cold night (e.g., at sub-freezing air temperature outside the greenhouse 
enclosure)? 
2. What the air temperature inside the greenhouse would then be? 
3. How and in what form heat should be supplied to the screen to maintain it at the required temperature keeping 
in mind that there will be no other heating system in the greenhouse? 
4. What heat quantity would be required for heating the screen at the desired temperature level? 
[0030] Next a description of the developed mathematical model is presented: 


Heat balance of the air inside the greenhouse (Eq. 1): 


hej “Ac * (8, — 0a) + hp -2+Apy + (8, — 8a) + hs - 2A, - (8, — 6。) = 0 (1) 


Heat balance of the greenhouse cover (Eq. 2): 


heo *Ac* (05 — 80) + heit Ae’ (8, — 00) + As Foe t 0 (TS — Te) + Eet Ac‘ 6 (2) 
“Clg Te) =0 


Heat balance of the plants (Eq. 3): 
hp *2* Ap * (8a — Op) +As 'Fsp'0: (T4 — Tp) = 0 (3) 


Heat balance of the screen (Eq. 4): 


hs ' 2: As’ (8a — 0,) + Ap Fps’ 0: (TE - TA) +As Foco (TS -TS)+Q=0 (4) 


[0031] The several radiation shape factors (F) in Equations 2 to 4 are calculated with the following Equations 5 to 7, [18]: 
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1 
foc = aA 
S.C 1 HA 


(5), 
gs.c Ac x’) 
到 .FF = 1 
ele ee 
Ep Ap \Es. 
1 
S 7 (7) 
Pa PE) 


[0032] The symbols in the above Equations 1 to 7 are explained below: 


h。, convection coefficient at the inside of the cover 


©, temperature of the outside air (°C), symbol T, in (K) 


hp convection coefficient (plants’ leaves - inside air) 


T sky = To - 11 (K) [19] 


h。 。 convection coefficient at the outside of the cover 


g。 emissivity of the plants 


p 


hs convection coefficient between screen and air (uniform 
at all sides of the screen horizontal & vertical) 


sgscemissivity of the side of the screen facing the 
greenhouse cover 


Ap area of the plants’ leaves (one side) 


es p emissivity of the side of the screen facing the plants 


A, area of the screen (horizontal part plus the vertical part 
parallel to the greenhouse walls) 


gc emissivity of the cover (assumed having same values 
on the outside and the inside sides) 


A, area of the cover (roof and side walls) 


F。 。 radiation shape factor between screen and cover 


6, cover temperature (considered the same on the 
outside and the inside sides) (°C), symbol T, in (K) 


Fsp radiation shape factor between screen and plants 


©, temperature of the inside air (°C), symbol T, in (K) 


F。 radiation shape factor between plants and screen 


p.s 


© p temperature of the plants (°C), symbol Tp in (K) 


o the Stephan Boltzmann constant 


@, screen temperature (same on both sides) (°C), symbol 
T。 in (K) 


Q the heat power to be given to the screen (kW) to keep 
the plants at a desired (given) temperature 95 


[0033] In the above model (Equations 1 to 7), it is assumed that no heat transfer takes place at the ground surface of 
the greenhouse enclosure and also assumed that no heat is stored in the plants [7] or the cover, (it is thin, and it has a 
very low specific heat), that is heat balances in Equations 1 to 5 are made considering steady state conditions during 
the night. For solving the above non-linear system of Equations 1 to 7, and determine the unknown values of 0。 0。, Os 
and Q, let us assume that the desired plant temperature (9p) during the night be equal to 13 °C (e.g., for a tomato 
plantation). Values of other desired plant temperatures have been tested with similar results. The known values (inputs 
to the model) of parameters and variables appearing in Equations 1 to 7 are shown in Table 1. The areas of the several 
surfaces have the following values: Greenhouse ground A,=1000 m2; Cover (roof and side walls) A,=1525 m2; Screen 
A。=1400 m2, (one side -horizontal and vertical parts); Plants (leaves -one side) A。=3000 m2, that is the area of the plant 
leaves (Ap) was considered equal to Ap =LAI ・ A。 where the Leaf Area Index (LAI) was assumed equal to 3 [20], namely 
Ap=3X 1000=3000 m2. Considering a variation of the outside air temperature (0,) from -10 °C to +8 °C, the above system 
of equations is solved to obtain the unknown values of 6。, 94, ©, and Q (Table 2). Assuming that the required heating 
period will be t=5 hours (just for comparison purposes, -see next paragraph-), the required quantities of energy (E, in 
kWh) to heat the screen at the required temperature (0,), are calculated by multiplying the needed heat power values 
(Q in kW) by 5 hours. Results are summarised in Table 2. 

[0034] To estimate the amount of energy saving that can be achieved by the invented heating system, we consider 
an identical greenhouse (without screen) which in this case is heated by forced hot air. The total heat loss (E。) of the 
forced hot air heated greenhouse is calculated by assuming an average overall heat loss coefficient; U = 5x 1073 kW/m2 
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°C (per unit cover area) [6]. Then, 


Ec = Ac: U : (6a- Oo) - t (kWh) (8) 


where t is the heating time (h). 

[0035] The values of heat loss (E, in kWh) were calculated with Equation 8 at the several outside values of temperature 
8, (see Table 2), considering as desired air temperature inside the greenhouse 8,=13 °C assuming that for the case of 
forced air heating, the temperature of the plants will be equal to that of the inside air (9b=6a=13 °C) and also assuming 
that heating is provided for a period of t=5 hours. It is seen in Table 2 that the energy saving in the greenhouse equipped 
with the Heated Screen radiant system varies from about 65% to about 38% when the outside air temperature varies 
from -10 to +8 °C. Therefore, the results show that the Heated Screen radiant heating system has the potential to provide 
enormous reduction in energy consumption. The lower the outside air temperature, the greater the energy saving. In 
addition, no humidity condensation is expected to be formed on either the screen or the plants because both (6。 and 
Op) will have higher temperature than the greenhouse inside air temperature (0,), (see Table 2), with positive effects on 
the plants’ growth (fewer pathogens spread to the plants due to no existence of condensing droplets). 


Table 1. Inputs to the model [5,21] 


hc; =1.5x1 0? Neo =4.5x103 F。 。 Fas 8s.p _ A。=1400 £ 
kW/m2 °C kW/m2 °C =0.196 | =1.660 | =09 | 99 m2 LAI=3 
hs =2.5x10-3 hP =1.0x10-3 F e A_=1525 

p.s = S.C = 2 C = 2 
kW/m2 °C kW/m2 °C -0775 | sc=09 | -01 | Ag=1000m a A。=3000 m 


Table 2. Model results (with desired plants’ temperature set equal to 13 °C and inputs as in Table 1) 


Outside air temperature 6, -10 -8 -6 -4 -2 0 2 4 6 8 
(°C) 

Greenhouse cover -9.8 -8.2 -6.6 -5.1 -3.5 -1.9 -0.3 1.3 2.9 4.5 
temperature 0, (°C) 

Greenhouse inside air 10.2 10.4 10.5 10.8 10.9 11.2 11.4 11.6 11.8 11.9 


temperature 0, (°C) 

Heated screen temperature 14.3 14.2 14.2 14.1 13.9 13.9 13.8 13.7 13.6 13.5 
9, (°C) 

Heated Screen power 61 57 53 49 45 40 36 32 27 23 
required, Q (kW) 

Heated Screen energy 308 287 266 246 225 203 182 161 139 117 
required for 5 hours heating, 

E。 (kWh) 

Conventional (forced hot air 175 160 145 130 114 99 84 69 53 38 
system) power required, 

(kW) 

Conventionalsystem (forced 877 801 724 648 572 496 419 343 267 191 
hot air), energy required for 

t=5 hours heating, E。 (kWh) 


Energysavingachievedby 64.9 64.2 63.2 62.1 60.7 58.9 56.6 53.2 47.9 38.4 
the Heated Screen (%), (E, 
- E。)/ E。 x 100 


[0036] The above theoretical results (Table 2) show that under the assumed cold winter weather conditions, the heated 
screen units can fully supply the required heat, so that the plants to be maintained at the desired temperature conditions 
while the screen itself is being kept at a temperature of merely less than 2 °C above the desired temperature for the 
plants (see Table 2). It is also seen in Table 2 that the cover temperature (6。) remains at low temperature, lower than 
the outside temperature as expected because the cover is cooled down to a temperature below that of the outside air, 
due its intense long wave radiation emission (heat losses) to the sky, especially at clear skies (the sky becomes a 
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radiation sink). The air temperature (9。) inside the greenhouse is found to be lower than the plants temperature (see 
Table 2), as expected. 

[0037] An attempt is made to compare the cost of heating the screen to the required temperature either by burning 
oil or by electricity. Example calculations are summarised in Table 3 where it is seen that to heat the screen by hot air 
produced by burning oil may be more economic than using electricity, but this is highly depended on the electricity unit 
price, the oil price and the efficiency of the equipment used in the one or the other case. 

[0038] In case the emissivity of the surface of the heated screen facing the cover (ss 。) remains the same as the 
emissivity of the other side surface facing the plants (sg。。), i.e. both surfaces have equal emissivity values of ss 。 = esp 
= 0.9 then the results of running the above model of Equations 1 to 7, are summarised in Table 4, (all other inputs to 
the model remain the same, except ss 。=0.9). 


Table 3. Operating costs per day (€ spent for 5 hours heating based on the input values to the model of Table 
1 and the Q values in Table 2) 


Outside air temperature 0, (°C)  -10 -8 -6 -4 -2 0 2 4 6 8 
Heated Screen using oil forheat 30 28 26 24 22 20 18 16 14 12 
production (€)* 

Conventional (forced hot air 87 80 72 64 57 49 42 34 26 19 
system) using oil for heat 

production (€)* 

Heated Screen using grid 46 43 40 36 33 30 27 24 21 17 
electricity for heat production (€) 


kk 


* Oil cost: 1 €/10.12 kWh (1 €/L, the calorific value of 1 L of oil is 10.12 kWh) 
** Electricity cost: 0.15 €/kWh 


Table 4. Model results (with desired plants’ temperature set equal to 13 °C and inputs as in Table 1, except 


for ss c=0.9) 
Outside air temperature 8, (°C) -4 -2 0 2 4 6 8 
Greenhouse cover temperature 0, (°C) -0.5 0.7 1.9 3.1 4.2 5.4 6.6 
Greenhouse inside air temperature 6。 11.4 11.5 11.6 11.8 11.9 12.1 12.2 
(°C) 
Heated screen temperature 0, (°C) 13.8 13.7 13.7 13.6 13.5 13.4 13.4 
Heated Screen power required, Q (kW) 100 99 90 81 71 62 52 
Heated Screen energy required for 5 544 498 453 406 360 312 264 
hours heating, E, (kWh) 
Conventional (forced hot air system) 130 114 99 84 69 53 38 
power required (kW) 
Conventional system (forced hot air), 648 572 496 419 343 267 191 
energy required for t=5 hours heating, 
E。 (kWh) 
Energy saving achieved by the 16.1 12.8 8.7 3.1 -4.8 -16.9 -38.6 


Heated Screen (%) 


[0039] Itis obvious from Table 4 that the low value of the emissivity ss 。 of the surface of the screen facing the cover 
plays a key role so that to achieve high energy savings. That is in case ss 。=0.9, it is seen in Table 4, (contrary to the 
results of Table 2 where ss v = 0.1), that small percentages of energy savings are achieved when the outside air tem- 
perature is lower than 2 °C as compared to the results in Table 2) while no energy saving is achieved when the outside 
air temperature is higher than 4 °C. 


Innovations of the invention over the prior art 


[0040] 
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e The invented radiant heating system is the sole heating system in the greenhouse. It is not a supplementary energy 
saving system such as the commercially available passive (unheated) so called "thermal screen" system. 

e The invented radiant heating system requires the heated screen to be of low temperature (just a few degrees Celsius 
above the required plants’ temperature) contrary to the existing commercially available high temperature radiant 
heating systems and contrary to proposed radiant systems of which their operating temperature is in the order of 
several tens or hundreds of degrees Celsius. Preliminary experimental trials have shown that temperatures of the 
heated screen such as slightly above the optimum plant temperature up to about 10 °C above the optimum plant 
temperature are adequate to maintain the plants at their optimum temperature, at very low air temperatures outside 
the greenhouse while achieving high energy saving relative to conventional air heating systems. 

e The objective of the invented radiant heating system is to provide heat to the plants (direct heating of the plants) 
and not heat the greenhouse air. Existing conventional greenhouse heating systems (such as those based on 
circulation of hot water in steel pipes or on direct use of air heaters) heat the greenhouse air which in turn provides 
the heat to the plants by convection which is a major reason of low heating efficiency. 

e The low operating temperature of the invented system allows for using inexpensive plastic materials for the heated 
screen, such as low-density polyethylene, while other proposed radiant heating systems requiring higher tempera- 
tures cannot not use a cheap material such as polyethylene (because of its low melting point). 

。 “Essential prerequisites of the invented radiant heating system to achieve high energy savings compared to the prior 
art are, (1) when deployed, it fully encloses the plantation so that the radiated heat from the screen is effectively 
receipted from the plants while the radiated heat from the plants cannot escape to the cold greenhouse cover, (2) 
the heated screen side facing the cover has a very low emissivity value (such as lower than 0.2). 


Details of the radiant heating system 


[0041] With references to Figures 1 and 2, the heat generating assembly (1) includes a burner and blower assembly 
(not shown in Figures 1 and 2). The blower operates to project a flow of air through a heat exchanger (not shown in 
Figures 1 and 2) to be heated and subsequently into ducts (4) to transport the heated air to the horizontal (2) and vertical 
(3) parts of the screen units (2) and (3) to heat them. Ducts (5) return the air from the radiant heating assembly (heated 
screen units) to the heat exchanger to be heated again and so on. As it is foreseen from the model of Equations 1 to 7 
and its results shown in Table 2, the temperature of the air circulated in the air channels of the heated screen units only 
slightly depends on the air temperature outside the greenhouse. Theoretically, as shown in Table 2 the heated screen 
temperature should be only a couple of degrees Celsius above the desired plants’ temperature, while in practice as 
preliminary experimental trials have shown, the heated screen temperature may be a few degrees slightly above the 
optimum plant temperature up to about 10 °C above the optimum plant temperature. This is a definitive, distinctive 
feature of the invented system as compared to other radiant heating systems where the heating panels use considerably 
higher temperatures. 

[0042] Figure 3 shows an embodiment wherein a vertical duct (4) distributes the heated air to vertical and horizontal 
channels (8v) and (8h) respectively. The ducts (4) and (5) (see also Figures 1 and 2) that transport, distribute and 
recirculate the heated air in the greenhouse may be made of inexpensive rigid plastic such as polyethylene or polyvinyl 
chloride of appropriate cross section size to minimise air flow pressure losses and they are placed at suitable permanent 
(non-movable) positions near by the construction components of the greenhouse, (posts, trusses, concrete foundation, 
etc.) so that not to obstruct any farming operations inside the greenhouse. In one embodiment, parts of the ducts’ air 
distribution network are buried at an appropriate depth in the greenhouse soil so that not to cause any disturbance in 
the cultivation operations inside the greenhouse. 

[0043] The radiant heating assembly (the heated screen) itself (2) and (3) (see Figure 2) is preferably made of inex- 
pensive low density, flexible (non-rigid) polyethylene plastic sheets. The screen includes a plurality of tubes (7) that is, 
air flow channels, which are connected to the lateral duct (8h) for the horizontal parts of the screen and lateral duct (8v) 
for the vertical parts of the screen (Figure 3). Preferably, in the areas between the tubes/channels of the screen (6), the 
polyethylene sheet is perforated (6), (Figure 3), so that to allow the greenhouse air and moisture to move through, from 
the one side of the screen to the other, that is from the space that encloses the plants (which will have higher humidity 
due to the plants’ transpiration) to the space between the screen and the greenhouse cover, primarily upwards towards 
the space between the horizontal parts of the heated screen and the greenhouse roof. In one embodiment, the surface 
area of the perforated part of the screen is approximately half of the area of the whole heated screen. It is noted that 
condensation will never be formed on the heated screen as its temperature will always be above the dew point temperature 
of the humid greenhouse air. 

[0044] Itis desirable that the heated screen surface facing the plants has very high emissivity (to enhance its emissive 
power) while the screen surfaces (tubes/channels (7) and perforated parts (6)) facing the greenhouse cover (see Figure 
3) should have very low emissivity so that to minimize radiant losses of the screen to the cover. In one embodiment, the 
heated screen surfaces facing the cover is aluminized to provide a low emissivity and high reflectivity to long wave 
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radiation and minimize worthless long wave radiation emission (heat loss) to the cover. In contrast, the other side of the 
heated screen units (2) and (3) facing the plants, if polyethylene is used, its natural emissivity is already high (~0.9) so 
no intervention is required. This is valid for most of polymer materials. With reference to Figures 4 and 5, in one embod- 
iment, the radiant heating assembly is consisted of units (modules) that cover the area between two consecutive green- 
house roof trusses (16) (Separately for horizontal areas and side walls) in a similar manner that commercially available 
passive (not heated) "thermal screens" are implemented today between trusses (16). The horizontal parts of the heated 
screen (2) (Figure 5) are installed at greenhouse eave (gutter) height while the vertical parts of the screen (3) are deployed 
beside (nearby) the vertical walls of the greenhouse. 

[0045] In one embodiment the moving mechanisms for the deployment and the retraction of the screen units, both for 
the horizontal and vertical parts, include motors, a cable system to prevent the horizontal screen units of forming a deep 
and remain at horizontal position when deployed, rack gears and long rods at which the edge side of the screen units 
are attached to so that to deploy and retract them, (Figure 6). Electric motors (11), through gears in gear boxes (12), 
rotate rods (13) which in turn move rack gears (14) that carry forward long rods (15) to deploy the horizontal part of the 
heated screen units (2) to cover the space between two successive trusses (16) of the greenhouse. Each screen unit 
will be deployed and retracted with the same mechanism, provided that the motor will reverse its operation and the 
screen unit will be retracted backwards through long rods (15) and form a package of a small volume attached to the 
associated truss and associated vertical post(s) so that not to obstruct solar radiation to enter the greenhouse during 
daytime. 

[0046] With reference to Figures 1, 2 and 3, the burner/blower unit (1) operates to produce a low-grade heated air 
effluent through the heat exchanger, of low temperature (which in any case will always be below the melting point of the 
polymer material). The heated air is produced through a heat exchanger incorporated in the burner/blower unit (1). A 
heating fluid such as water or heating oil circulates via an appropriate pump between the burner/furnace and the one 
side of the heat exchanger while the blower circulates the air to be supplied to the screen units to the other side of the 
heat exchanger to be heated and then distributed to the screen units and recirculated. Heat is supplied to the one side 
of the heat exchanger through the burner (or boiler/furnace) where heat is produced by combustion of an appropriate 
fuel, or an electrical heater equipped with electrical resistor(s). Any fuel can be used by the burner such as solid (e.g., 
biomass), liquid (e.g., oil, bio-oil) and gaseous (e.g., natural gas, biogas). Alternatively, a heat pump can generate the 
heated air to be blown to the channels of the screen units. An appropriate number of air supply flow and pressure 
adjustment motorised dampers are included in the heated air circuit so that to regulate the flow of air and generate a 
suitable pressure difference before and after the blower so that to keep the screen inflated with the heated air projection. 
An industrial electronic controller will manage the operation of the burner/furnace, heat exchanger, and blower with the 
associated motorized air dampers, to produce air of appropriate temperature. By controlling the air temperature in the 
air flow channels of the screen units, the temperature of the screen will be regulated and in turn adjust the radiant heat 
needed by the plants to attain their optimum temperature. The temperature of the screen and the plants will be identified, 
recorded, and controlled in real time using appropriate temperature sensors located at suitable places on the screen 
and the leaves of the plants or contactless sensors that read the temperatures of the screen surface and of the leaves 
of the plants, e.g., by Infra-Red (IR) radiation thermometers. In the case of a heating system including heated screen 
units made of a textile (fabric) material they will be heated by electricity produced by an electricity source, via resistive 
wires (or other type of electrical conductor) incorporated in the textile material. The textile weaving will be sparse enough 
so that to allow the greenhouse air and moisture to move through, for the same purpose that the heated screen with the 
embedded air flow channels is also perforated in the areas outside the air flow channels. A network of wiring in the 
greenhouse supplies the electricity produced by the electricity source to the resistive wires (or other type of electrical 
conductor) of the screen units. In some embodiments, an industrial electronic controller regulates the voltage and current 
supplied from the electricity source to the resistive wires of the screen units via the wiring network so that to regulate 
the temperature of the resistive wires (or other type of electrical conductors) and subsequently the temperature of the 
screen using temperature sensors located at suitable locations on the screen and the plants (or other type of contactless 
temperature sensors). Sets of mechanisms, same as in the case of the air heated screen, are used for deploying and 
retracting the textile screen units between successive trusses horizontally at ridge height and vertically beside the vertical 
walls so that when all screen units are deployed to fully enclose the plants inside the enclosure and when retracted to 
form small packages under the trusses so that to least shade the plants during daytime. 

[0047] From the foregoing description the experimental setup of the heated screens in various alternative embodiments 
of the invention are described below: 

The plants were in an enclosure such as a greenhouse heated mainly with radiant heat, using heated screens made of 
a plastic material, heated via low-grade heated air. The greenhouse heating system was as follows: 


a. Heat was provided by a source of low-grade heated air such as a burner/furnace; 


b. A heat exchanger was transferring the heat produced by the burner/furnace to the air to be distributed and 
recirculated via the blower through the air ducts and the air channels of the screen units; 
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c. A blower was used for blowing and recirculating the low-grade heated air, in the air ducts and in the air channels 
of the screen units and back to the heat exchanger; 

d. A network of rigid or non-rigid air ducts made of a plastic material such as pvc or polyethylene was used, laid 
inside the greenhouse enclosure thus forming a network to connect the said blower with the heated screen units, 
for blowing through the discharge nozzle the low-grade heated air, distributing, and recirculating it to the air channels 
of the screen units and back to the blower suction nozzle; 

e. The said rigid or non-rigid air ducts were equipped with motorized air dampers at appropriate locations of the 
network for regulating the flow and pressure of the heated air in the network and in the inflated air flow channels of 
the screen units; 

f. An electronic controller was used for regulating the operation of the said burner/furnace, said heat exchanger, 
and said blower with the associated motorized air dampers, to produce air of appropriate temperature, below the 
melting point of the plastic materials used in the said heating system, and provide the radiant heat to the plants and 
keep them at an optimum temperature range; By regulating the air temperature in the air flow channels, the tem- 
perature of the screen is regulated. The temperature of the screen and the plants is identified and recorded in real 
time by appropriate temperature sensors located at suitable places on the screen and the plants. 

g. In some embodiments the screen units heated via the low-grade air circulated in the inflated embedded air flow 
channels are deployable and retractable, so that when deployed to fully enclose the plants inside the greenhouse 
enclosure and provide radiant heat to the plants inside the enclosure; 

h. The said screen units are made of flexible plastic material such as polyethylene, bearing the said embedded 
inflatable air flow channels, and also bearing perforated parts to allow humid air to move through and also bearing 
an aluminized coating to the surface of the screen units facing the greenhouse cover and side walls to reduce the 
emission of unwanted radiant heat to the cover and side walls of the greenhouse enclosure; 

i. Asetof electric motors and mechanisms were used for deploying and retracting the screen units between successive 
trusses horizontally at greenhouse ridge height and vertically beside the vertical walls so that when all screen units 
are deployed to fully enclose the plants inside the enclosure and when retracted to form small packages under the 
trusses so that to least shade the plants during daytime; 

j. In some embodiments the said system of mechanisms including electric motors is using a cable system to prevent 
the horizontal screen units of forming a deep and stay at horizontal position, rack gears and long rods at which the 
edge side of the screen units are attached to so that to deploy and retract them. 


[0048] In some experimental setups, the heated screens were made of a textile (fabric) material heated by electricity, 
via incorporated resistive wires (or other electricity conductive material). In this case the greenhouse heating system 
was configured as following: 
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a. A source of electricity was provided, such as the local electricity grid, a private dedicated electricity source such 
as an electricity generator powered by an ICE engine, a turbine or similar. The electricity provided by the source 
may be renewable, generated by any renewable energy technology such as a photovoltaic system, a wind generator, 
batteries of any type etc. The electricity current can be either direct (DC) or alternating current (AC) of any voltage 
and wave such as sinusoidal, square etc. 

b. The electricity is applied to the heated screen units made of a textile (fabric) material so that be heated by the 
electricity produced by the said source, via incorporated resistive wires (or other electricity conductive material). 
The textile weaving will be sparse enough so that to allow the greenhouse air and moisture to move through, (for 
the same purpose that the heated screen with the embedded air flow channels is also perforated in the areas outside 
the air flow channels). 

c. A network of wiring was provided, to supply the electricity produced by the said source to the resistive wires (or 
other electricity conductive material) of the screen units. 

d. An electronic controller was provided for regulating the voltage and current supplied from the said source to the 
resistive wires (or other electricity conductive material) of the screen units via the wiring network so that to regulate 
the temperature of the resistive wires (or other electricity conductive material) and subsequently the temperature of 
the screen using temperature sensors located at suitable locations on the screen or contactless sensors such as 
IR radiation sensors; 

e. In some embodiments, system of mechanisms was provided, for deploying and retracting the screen units between 
successive trusses horizontally at ridge height and vertically beside the vertical walls so that when all screens are 
deployed to fully enclose the plants inside the enclosure and when retracted to form small packages under the 
trusses so that to least shade the plants during daytime. 

f. The said system of mechanisms including electric motors, a cable system is used to prevent the horizontal screen 
units of forming a deep and stay at horizontal position, rack gears and long rods at which the edge side of the screen 
units are attached to so that to deploy and retract them. This system is similar to the previously described embodiments 
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using heating the screen units via low-grade heated air. 
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Claims 


1. A greenhouse heating system comprising a thermal source (1), a heat transfer system and one or more heated 
screen units (2), (3), wherein the said heated screen units are configured to enclose non permanently the plantation 
of the greenhouse characterized in that the said heated screen units’ surfaces facing the plants have higher or 
equal emissivity than 0.9, the said heated screen units surfaces facing the greenhouse cover have lower or equal 
emissivity than 0.2, and that the said heating system is configured to heat the said heated screen units to a temperature 
of 0.5 °C to 10 °C above the required plants’ optimum growth temperature. 


2. A greenhouse heating system according to claim 1, wherein the said heated screen units (2), (3) are perforated or 
have small throughout holes (6) on their surfaces configured to allow the moisture to pass. 

3. A greenhouse heating system according to any of the claims 1 to 2, wherein the said heated screen units (2), (3) 
comprise a textile material. 

4. A greenhouse heating system according to the claim 3, wherein the said heated screen units (2), (3) are further 


comprising resistive wires or other electricity conductive material incorporated in the textile material configured to 
be heated by an electricity source. 


5. Agreenhouse heating system according to the claim 4, wherein the said resistive wires or other electricity conductive 
material incorporated in the textile material are distributed evenly in the area of the said screen units so to be 
configured to produce a uniform heating result along to the said screen units’ surface facing the plants. 


6. A greenhouse heating system according to any of the claims 1 to 2, wherein the said heated screen units (2), (3) 
comprise a polymeric material and preferably a polymeric material comprising PVC or Polyethylene. 


7. A greenhouse heating system according to any of the claims claim 1, 2, 6 wherein the said heated screen units (2), 
(3) comprise fluid flow channels (7) configured to heat the screen units upon the flow of heated air or liquid, wherein 
the said fluid preferably is air, oil, water or other type of fluids. 


8. A greenhouse heating system according to claim 7 wherein the said fluid flow channels (7) are distributed evenly 
to the area of the said screen units so to be configured to produce a uniform heating result along the said screen 
units’ surface facing the plants. 

9. A greenhouse heating system according any of the claims 6 to 8, wherein the thermal source (1) is a combustion 


system configured to burn solid fuels, preferably biomass or liquid fuels preferably oil or bio-oil or gaseous fuels, 
preferably natural gas or biogas or alternatively a heat pump configured to generate heated air or water or alternatively 
an electrical resistance system configured to heat a fluid and preferably air, water or oil upon the application of 
electrical power. 


10. A method of heating a greenhouse plantation with radiant heating, comprising the following steps: 


- Enclosing fully the greenhouse plantation with the greenhouse heating system of any of the claims 1 to 9. 

- Placing the heated screens unit's surface with the higher emissivity to face the plants and the lower emissivity 
to face away from the plants. 

- Heating uniformly the said heated screen units (2), (3) to a set temperature, in the range of 0.5 °C to 10 °C 
degrees above the plants’ optimum growth temperature. 

- Emitting radiant heating from the said heated screens to the plants of the said greenhouse. 

- Regulating the heated screen units’ temperature to maintain the plants at their optimum growth temperature. 
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A method of heating a greenhouse plantation with radiant heating, according to claim 10, further comprising the 
regulation of the heat of the heated screen units (2), (3) by regulating the heat supplied to the air in the fluid flow 
channels of the screen units at the burner/blower unit (1), when the said heated screen units comprise fluid flow 
channels (7) configured to heat the screen units upon the flow of heated air or liquid. 


A method of heating a greenhouse plantation with radiant heating, according to claim 10, further comprising the 
regulation of the heat of the heated screen units by regulating the amount of power supplied to the resistive wires 
or other type of electrical conductors, incorporated in the textile of the screen units, when the said heated screen 
units are comprising resistive wires or other electricity conductive material incorporated in the textile material so 
that they are configured to be heated by an electricity source. 


A method of heating a greenhouse plantation with radiant heating, according to any of the claims 10 to 12, further 
comprising the step of transferring the excess moisture of the greenhouse air enclosed by the said screen units to 
the outside area of the enclosed by the screen units, greenhouse air via throughout holes (6) on the said screen 
units’ volume. 


A method of heating a greenhouse plantation with radiant heating, according any of the claims 10 to 13, further 
comprising the step of enclosing the greenhouse plantation by developing the heated screen units (2), (3), manually 
or by an electromechanical system and initiating the heating, while the said heated screen units are retracted when 
the heating is not required. 


A method of heating a greenhouse plantation with radiant heating, according any of the claims 10, 11, 13 and 14, 
comprising heating the heated screen units incorporating fluid flow channels by a hot fluid, heated by a burner or 
by aheat pump or by electrical resistance circuit, and transferred to the heated screen units by ducts at the selected 
set temperature, regulated by a temperature controller. 
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